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Introduction: Zonnige Kempen '
I~ onnige Kempen

FOUNDED IN 1963

REGION

PURPOSE

PATRIMONIUM:
* 2000 dwellings build
* 1763 dwellings letted

¢ 122 under construction
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Sustainable and energy-efficient building
Kempen

6 steps approach for decision makers

-

Trias Energetica Decrease consumption (more insulation)
2 The use of aninexhaustible energy source which gives the least
environmental burden (sun, wind, ...)

3 Use of the most efficient technologie (condensing boilers)

Add 4 Setting, measurement and evaluation of the measurements taken
5 Informing and assisting the user

6 Spreading the findings, both positive and negative

2
PRESENTATION



Sustainable and energy-efficient building /N

Kempen

Research energy consumption in 250 social houses A. Guiding the tenants

-Important: available data of energy consumption

-FORMULE:(EV=22796,2+129,2 x GC+2644,7 xTOT -More insulation = less spreading
-Feed-back EPB possible
numbers
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Energy
decreasing GC, more insulation consumption

B. Collective installation - CHM
EV = energyconsumption (MJ)

->Smaller investment
GC = building constant

TOT= number of tenant - Better optimalisation

- Better control

-ENERGIEAUDIT: very importantis
always the behaviour of the tenants and .
alsothe rebound-effect - Advantage tenant + community

—->Adjustthe models

C. Importance of energy audits
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Hulshout-Houtvenne, Waterstraat A
BN Zonnige Kempen

Step1->3

* Reduction of energy consumption for heating with 77 %

220 kWh/m?/year (average consumption in Belgium)

l compactbuilding passive solar energy, standard insulation (K55) ‘

190 kWh/m?/year

l condensing boiler

162 kWh/m?/year
1 superinsulation of wall, floor, roof and glazing
79 kWh/m?/year

l mechanical ventilation with heat recovery

50 kWh/m?/year

* Reduction of energy consumption for hot water with 50 %

solar panels
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Hulshout-Houtvenne, Waterstraat /N

I onnige Kempen
Step 4 Space heating
Degree Total Average Average
Days heat heat heat
demand demand demand
of per per m?
Block 2 : collector building dwelling floor
block 2 in surface
buildin in
2000 50,6% block Zg building
2001 65 % (kWh) block 2
(kWh)
(kWh)
June 2000 19 876 73 0.7
July 2000 23 1,940 162 1.6
August 2000 14 1,044 87 0.8
September 2000 18 1,630 136 1.3
October 2000 102 4,318 360 3.5
November 2000 200 8,241 687 6.7
December 2000 286 9,696 808 7.9
January 2001 354 11,283 940 9.2
February 2001 275 8,112 676 6.6
| March 2001 238 7,997 666 6.5
April 2001 181 5,731 478 4.7
May 2001 56 1,834 153 1.5
Total 1,766 62,702 7 L 50.9

Step 5: ECOTEAMS
Step 6: DISSEMINATION




Vorselaar Schransstraat: renovation

* Renovation by Synpack

Kempen

* Problem: - Blocks fromthe years 60 and ’70

- No wall insulation, single glazing and cold bridges
- Lack of thermal comfort and indoor air quality

- Drastic renovation necessary within short term

» Solution: - Housing improvement by taking the suninto account
- Scientific founded saving goal of 60 %
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- Meeting with tenants:

N

Existing situation After energy renovation

|E| Space heating energy ® Hot water enerqy|

* starting 4 years before renovation

* decision making through dialogue

* same rental cost, lower energy cost — the
energy correction ='- of the lower energy
cost

* Interventions
- insulation
- aluminium windows with thermal interruption
-double glass
- pack in balconies
- elevator
- collective « individual heating
- solar collectors 25m? covering 40%
- ventilation with heating recuperation

* Energyuse




Y

Vorselaar Schransstraat: renovation .
BN 7 onnige Kempen




Kabienstraat, Laakdal: Proces & steps

Kempen

1. Calculation EPB

2. Information session with tenants — “Klimaat op Maat”

a) Start meeting with tenants 29.11.2006
-tools and tips
1: measuring card 2: energy test

Tsoleren en ventileren o nee

Tk vaniiiear Goor alle ramen de hele Gag op Wpetand ts Zofien CIRE] [ninscore ]|

Tk siuit de Geuren van verwarmade kamers. 2 o

Metingen spaarperiode: de meterstanden van elektriciteit en gas
elektriciteitsmeter (kVWh) gasmeter (m?)

datum dagteller nachtteller derde teller

Klimaatwijken meterkaart

Ditis een waarop je de van en gas kan
invullen. Vergeet niet om de meterstanden regelmatig door te geven aan je
energiemeester of om zelf de meterstanden in te vullen op www.kiimaatnet be.

grot
Ingerniide viage
Er is een open trap aanwesig (= niet afgesioten en in een verwarmde ruimte) o 2 e tps toepast, kan

span
70 ko fe aan fouw percentage
Je uiteraard mees kans om met je

Vermenigvokdgen met horderd
e store verhosgen

Mijn dak is geisoleerd 3 o

[Vul dit wekelijks in op een vaste dag en een vast uur tussen 1 dec en 31 maart. Ik heb enkel glas. o 3

e rgielaciur e EeHeren. Nog sens 85 energie besparen, wordt
jpenoton om tips 1o to passen
Pergie 1o besparen, mast nog riet voordurend. Probesr eers o

Ik heb tocht aan ramen en buitendeuren. o 2

Adresgegevens

& hangen zware overgordiinen aan aile vensters van verwarmae ruimeen. 20 L e s
Naam 5 i - ; i o0 i, it o dat 8% enargle besparen gemidd
[ Kl ozl siectan & Gvergordijnen hangen over radiatoren of convectren. ;
[Adres Verwarmen
(Woonplaats T heb een stookketel ouder dan 20 jaar. COBE] (e |
E-mail Pt 5 g e b Mgt
el Het Is langer dan 1 jaar geleden dat de ketel werd afgesteld en gereinigd. o 2
Tk heb thermostatische kranen 2 o

L.

Ik heb een kamerthermostaat.

[
verhuisd, meer/minder beweners  |Uitbreiding woonopperviakte, nieuwe
meer/minder thuis lverwarmingsketel, dak geisoleerd

Mijn kamerthermastaat is ingesteld op meer dan 20°C.

De varwarming biljft 2an staan ‘s nachts of bij afwezigheid. Zuare cvargorc van asn varstars sistan, basgas

. p it vetartais homan, et Inger. Lk 20 wani mogel rirée tussen b vastar e orcky

Ti verwarm ook bergingen, de gang, de slaapkamers

v e o o m
o w w M o

Ik kan het verwarmingssysteem uitschakelen in de zomer.

K ontiucht de ledingen geregeid 2 o
ardgas, bulaan, propaan, elekricileit, hout, stookolie Er hangt reflecterends radiatorfolie achter radiatoren op niei-geisoleerde butenmuren. |2 | 0
parcges (boller of gerser), buiaan, propsan, elekiriciler -
Indien er kamers Zijn Zonder radiator, verwarm Ik bij met sen elektrische bijvearmer. | 0 3
[(boiter), ov ketel . o a1 b e e b e, e bt 254
o2 rciges. butaan, propaan. elekinceit. hout Tk gebruik slekirische verwarming ais hoofdverwarming. CE
S 1. D waniar b ancorrc ftmn spae 403 180 i g
= busisolatie geplaatst rond de WarmwaterTeiingan In orverwarmds ruTien- 70 S
Ik gebruik meer het bad dan de douche o 2z
Tk heb wen spaardouchekop 3o P
Ik heb (thermostatiache) ééngreapsmengkranen. 2 o
= 22 B v o ol et g o,
Keuken en elektricit : g
gasmeter (m?) piaders Tiftan i Ga stekxar (wanneer 22 niet Gpiagen) ORE h B s
datum dagteller nachtteller derde teller | | Er staan toestellen op stand-by (TV, DVD, video, stereo) o 2 = S
£ igt meer dan 2 mm s op de wand van de diepriezer of van et diepriesvak o 2z S o s, Sacpar e 409 op s
27,203 s por e g s -
Ik kaok met het deksel op de pan. z o
ok It ki 5 T bS5 G DRSS T A1 O G5 NG G RGNSt gk
vul hier je oude Tk gebruik spaariampen. 3 0 29, Branck man lamp e b i o lowlemp ven 50 Wit verveng je door een speeri =
elekircileilsgegevens s o atnrtaran 2ot 3 aar e e, Wi e vk
in b8 vinden-cp ja e muren hebben iichte tinten P oo e : e, e
laatste afrekening) Ik laat de computer aan staan ais Ik pauzeer of er langere tijd niet op werk o 2 .
T teevise BIR speren 6ok a1 KIKE &7 riemand naar O s

Tk GeDrulk In Ge winter een elektrisch dexen of kussen. CBE]




Kabienstraat, Laakdal: Proces & steps

el A sl A (I 2
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1. Gecontroleerd ventileren ’ 13. Temperatuur één graadje lager ’

M M = Ventileren/verluchten is in « Zetde kamerlhermoslaal eens een graadje lager:
L] H )
3: energy saving tips | ~seeseE
71 - een besparing van 7%

+ Verlucht je woning 3 tot 15 F ez R

mlnulen en dit meermaals per . LA

F in plaats van het raam de
hele dag in kipstand open te
zetten. Zet wel je verwarmmg i

uit tijdens het verluchten! !
bespaal art tot 16%

* Houd ventilatieroosters boven
de ramen open. Is het buiten
erg koud, sluit ze dan
maximaal voor de helft!

0
{ Didiong - L3

(- 4 (b
¢! ; (i (
15. Verwarm enkel waar het nodig is ’ 14. Verwarmlng 1 uurtje vroeger uit ’
= Verwarm enkel de ruimtes die je echt nodig hebt « Schakel de verwarming een uurtje voor het slapen gaan uit.

- Een badkamer moet niet de hele dag opgewarmd worden Je woning heeft nog voldoende warmte opgeslagen.
- Slaapkamer, berging... zijn ruimtes die niet verwarmd + Ook bij afwezigheid
moeten worden. + Besparing tot 25%
25

tomporur (C)

a &
a 3 & 8
i )

s &/ |-
b) Second meeting in the middle ofthe proces: energydrink 30.01 2007 -
06.02.2007

print results - quiz with prizes - explanation of the results - tips - problems with the
measuring

c) Result meeting : 20 April 2007

Kempen

KLIMAAT op MAAT =8% reduce in 4 months
Participating neighbourhoods: Roteinde-Ramsel and Kabienstraat-Laakdal

3. Renovation




Situating the initiative within the wider context of social housing

A

Kempen

* Europe-Flanders

1. social housing 2. average

» Step by step approach

1885

* Use of 3 dimensions of sustainable building

* Always start from a surplus value, approach: 2005 A - |

TENANT: - Financial pl"Oflt According to minimal standard

10

* euro can be spent only once 5

I

* -
energy <->rent Realised by CV Zonnige Kempen

- Healthier, sociable house and environmeht

. . c m rent
- Connection with your own house .]:I ;Irﬂ;atﬂng
new system o energy saving bonus

COMMUNITY:

Reduction of:

* energy use
* natural resources

Reduction of CO2 emission

Reduction of building land

Increasing the tenant satisfaction

Repetition effect



Bottlenecks and limiting conditions IA

Kempen

policy supporting measures and financialincentives

the board of directors and the local governments should be receptive to a

sustainable approach

sustainability is more than energy

solutions only are sustainable if integrated in the design proces

one should learn from experiences and the results from other equal initiatives

that have been taken already

» scientific supportis necessary

* one should show consideration for the tenants that will live in the houses build



